
Part L
Compliance:
What You Need To Know

The landscape of building and refurbishment regulations  
is dynamic, and staying informed is what will set you apart. 

Part L Building Regulations vary depending on project and location. 
This AluFoldDirect guide has been designed to cut through the noise 
on compliance, and introduce the exceptional quality products we 
have crafted to keep you ahead of the curve. 
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A Warm Welcome to 
Aluminium at 0.8 U-Value

Solution 0.8 Passive

New Build

RefurbishmentSolution 1.4

 Solution 1.2

In the constantly evolving landscape of Building Regulations and the 
Future Homes Standard, AluFoldDirect is here to help you solidify 
your understanding of compliance – and meet the homeowner 
demand for energy efficiency we know is going nowhere but up.  
 
What U-values do I need to meet? 
The latest consultation for Part L Building Regulations took place in December 2023 and current 
requirements are: 1.4 W/m²k for refurbishments, 1.2 W/m²k for new builds and 0.8 W/m²k for 
homes aiming to meet or exceed passive standards. This knowledge forms the foundation 
of planning and executing projects that are not only compliant. but futureproofed against 
forthcoming regulatory shifts. 

Our Solutions 

We launched the Solution Series of top-level energy efficient 
aluminium windows and doors to provide exactly that – your 
solution to every thermal requirement. 

Current Building 
Regulations: Part L, 2021

Before You Start 

Key considerations and information to ensure you 
understand in the planning stages of your project 

1.	 Limiting values will impact other building fabric
2.	 U-value compliance is based on: 

	• CEN standard size allowance 
This is likely to apply until the next Building 
Regulations review.  

	• Area weighted project U-value 
Predicted to apply indefinitely. 
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Remarks:
this calculation is only for information.

*= For these U-values there are no corresponding 
entries in the database. Thus, the standard U-value is 
applied instead.

Brief Description:
<None>

Brief Description:
Cortizo BiFold Plus Open in 
Glazing

Brief Description:
1 Pcs

Brief Description:
Exterior View

These calculations are based on 
our BiFold Door as an example, 
but can be applied across our 
full aluminium range.

Brief Description:
1.2 Example Cortizo

Brief Description:
Cortizo BiFold Plus Open in 
Glazing

Brief Description:
1 Pcs

Brief Description:
Exterior View

These calculations are based on 
our BiFold Door as an example, 
but can be applied across our 
full aluminium range.

Remarks:
this calculation is only for information.

*= For these U-values there are no corresponding 
entries in the database. Thus, the standard U-value is 
applied instead.

Country WER DSER U-value

England, Scotland, Wales Rating A-B Rating A-C  
(A-B in Scotland) 1.4 W/m2K

Northern Ireland Rating A-C Rating A-C 1.6 W/m2K

Profile Af(m2) Uf(W/m2K)

3755, 052, 
052, 3755 0.585 m2 1.3 W/m2K

3755, 056, 
067, 3750-01 0.205 m2 2.2 W/m2K

3750-01, 062,  
3761-10, 3755 0.270 m2 2.1 W/m2K

3750-01, 068, 
060, 3755 0.205 m2 2.2 W/m2K

3755, 055, 
064, 3750-01 0.238 m2 1.7 W/m2K

Total 1.503 m2 1.7 W/m2K

Profile Af(m2) Uf(W/m2K)

3755, 052, 
052, 3755 0.475 m2 1.3 W/m2K

3755, 056, 
067, 3750-01 0.268 m2 2.2 W/m2K

3750-01, 062,  
3761-10, 3755 0.219 m2 2.1 W/m2K

3750-01, 068, 
060, 3755 0.268 m2 2.2 W/m2K

3755, 055, 
064, 3750-01 0.193 m2 1.6 W/m2K

Total 1.423 m2 1.8 W/m2K

Glass Ag(m2) Ug(W/m2K)

25mm g=* 5.371 m2 1.2 W/m2K

Total 5.371 m2 1.2 W/m2K

Interconnection 
Glass Lg(W/mK) Psi(W/mK)

Total 19.604 m 0.036 W/mK

Position 004 6.874 m2 1.4 W/m2K

Glass Ag(m2) Ug(W/m2K)

25mm g=* 5.776 m2 1.0 W/m2K

Total 5.776 m2 1.0 W/m2K

Interconnection 
Glass Lg(W/mK) Psi(W/mK)

Total 18.004 m 0.036 W/mK

Position 005 7.199 m2 1.2 W/m2K

Country U-value To a limiting  
factor of

England 1.2 W/m2K 1.6 W/m2K

Scotland 1.2 W/m2K 1.4 W/m2K

Wales 1.3 W/m2K 1.4 W/m2K

Northern Ireland 1.2 W/m2K 3.0 W/m2K

BIFOLD DOORS BIFOLD DOORS

Refurbishment Projects – Existing Dwellings New Build Projects
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Remarks:
this calculation is only for information.*
*These calculations are based on our Sliding Door 
as an example, but can be applied across our full 
aluminium range.

Country WER DSER U-value

England, Scotland, Wales Rating A-B Rating A-C  
(A-B in Scotland) 1.4 W/m2K

Northern Ireland Rating A-C Rating A-C 1.6 W/m2K

Profile Af(m2) Uf(W/m2K)

K518808, K432036, K432036-M1, K518808_M 0.301 m² 2.5 W/m²K

MON.FIX.B.01, W/O SASH 02, W/O FRAME M 03, 
K518804 0.060 m² 1.5 W/m²K

K518808, W/O FRAME M 03, K518804 0.148 m² 1.5 W/m²K

K518804, W/O FRAME M 02, K518808 0.331 m² 1.6 W/m²K

K518804, W/O FRAME M 01, W/O SASH 01, MON.
FIX.T.01 0.060 m² 1.5 W/m²K

K518804, W/O FRAME M 01, K518808 0.169 m² 1.9 W/m²K

MON.FIX.L.01, W/O SASH 02, W/O FRAME M 02, 
K518804 0.135 m² 1.5 W/m²K

3755, 055, 064, 3750-01 0.238 m2 1.7 W/m2K

Total 1.204 m² 1.8 W/m²K

Glass Ag(m2) Ug(W/m2K)

28mm 1.2 UG  
g=0 5.607 m² 1.2 W/m²K

Total 5.607 m² 1.2 W/m²K

Interconnection 
Glass Lg(W/mK) Psi(W/mK)

Total 14.564 m 0.040 W/mK

Position 6.811 m² 1.4 W/m²K

Country U-value To a limiting  
factor of

England 1.2 W/m2K 1.6 W/m2K

Scotland 1.2 W/m2K 1.4 W/m2K

Wales 1.3 W/m2K 1.4 W/m2K

Northern Ireland 1.2 W/m2K 3.0 W/m2K

Remarks:
this calculation is only for information.*

Profile Af(m2) Uf(W/m2K)

K518808, K432036, K432036-M1, K518808_M 0.301 m² 2.5 W/m²K

MON.FIX.B.01, W/O SASH 02, W/O FRAME M 03, 
K518804 0.060 m² 1.5 W/m²K

K518808, W/O FRAME M 03, K518804 0.148 m² 1.5 W/m²K

K518804, W/O FRAME M 02, K518808 0.331 m² 1.6 W/m²K

K518804, W/O FRAME M 01, W/O SASH 01, MON.
FIX.T.01 0.060 m² 1.5 W/m²K

K518804, W/O FRAME M 01, K518808 0.169 m² 1.9 W/m²K

MON.FIX.L.01, W/O SASH 02, W/O FRAME M 02, 
K518804 0.135 m² 1.5 W/m²K

3755, 055, 064, 3750-01 0.238 m2 1.7 W/m2K

Total 1.204 m² 1.8 W/m²K

Glass Ag(m2) Ug(W/m2K)

28mm 1.0 UG  
g=0 5.607 m² 1.0 W/m²K

Total 5.607 m² 1.0 W/m²K

Interconnection 
Glass Lg(W/mK) Psi(W/mK)

Total 14.564 m 0.040 W/mK

Position 6.811 m² 1.2 W/m²K

SLIDING DOORS SLIDING DOORS

Refurbishment Projects – Existing Dwellings New Build Projects
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Remarks:
this calculation is only for information.

Brief Description:
<None>

System:
AluK GB C70S Standard Glazing 
Bead List: Standard Foam 
Insertion:High Insulation

Brief Description:
1 Pcs

Brief Description:
Exterior View

These calculations are based on 
our window as an example, but 
can be applied across our full 
aluminium range.

Country WER DSER U-value

England, Scotland, Wales Rating A-B Rating A-C  
(A-B in Scotland) 1.4 W/m2K

Northern Ireland Rating A-C Rating A-C 1.6 W/m2K

Profile Af(m2) Uf(W/m2K)

U26120, 
U26002 0.272 m² 2.1 W/m²K

U26002 0.153 m² 1.5 W/m²K

U26600, 
U26120 0.144 m² 1.9 W/m²K

Total 0.569 m² 1.9 W/m²K

Glass Ag(m2) Ug(W/m2K)

Type 2  g=0 1.706 m² 1.1 W/m²K

Total 1.706 m² 1.1 W/m²K

Interconnection 
Glass Lg(W/mK) Psi(W/mK)

Total 7.875 m 0.036 W/mK

Position 004 2.275 m² 1.4 W/m²K

Country U-value To a limiting  
factor of

England 1.2 W/m2K 1.6 W/m2K

Scotland 1.2 W/m2K 1.4 W/m2K

Wales 1.3 W/m2K 1.4 W/m2K

Northern Ireland 1.2 W/m2K 3.0 W/m2K

WINDOWS WINDOWS

Refurbishment Projects – Existing Dwellings New Build Projects

Remarks:
this calculation is only for information.

Brief Description:
<None>

System:
AluK GB C70S Standard Glazing 
Bead List: Standard Foam 
Insertion:High Insulation

Brief Description:
1 Pcs

Brief Description:
Exterior View

These calculations are based on 
our window as an example, but 
can be applied across our full 
aluminium range.

Profile Af(m2) Uf(W/m2K)

U26120, 
U26002 0.272 m² 2.1 W/m²K

U26002 0.153 m² 1.5 W/m²K

U26600, 
U26120 0.144 m² 1.9 W/m²K

Total 0.569 m² 1.9 W/m²K

Glass Ag(m2) Ug(W/m2K)

Type 2  g=0 1.706 m² 0.8 W/m²K

Total 1.706 m² 0.8 W/m²K

Interconnection 
Glass Lg(W/mK) Psi(W/mK)

Total 7.875 m 0.036 W/mK

Position 004 2.275 m² 1.2 W/m²K



11Part L Compliance: What You Need To Know alufolddirect.co.uk  |  01706 260 700  |  info@alufolddirect.co.uk

Product
Solution 0.8  

Passive

Solution 1.2 

New Build

Solution 1.4 

Refurbishment

A-BiFold ✓ ✓ ✓

A-Window Fixed Lights ✓ ✓ ✓

Tilt & Turn ✓ ✓ ✓

Casements Autumn 2024 ✓ ✓

A-Slider ✓ ✓ ✓

Single/French Doors ✓ ✓ ✓

Introducing our Solutions 

Aluminium Windows and 
Doors from 1.4 – 0.8 U-value

Top-level energy efficient aluminium windows and doors, for 
every thermal requirement. Pioneered by the A-BiFold, A-Slider 
and A-Window, we’ve launched our latest aluminium range 
to meet market demand – available at passive performance 
0.8 W/m²K U-value, a new build-ready 1.2 W/m²K U-value and 
Building Regulation compliant Solution 1.4 W/m²K U-value.  

A Warm Welcome to 
Aluminium at 0.8 U-Value

Solution 0.8 Passive

New Build

RefurbishmentSolution 1.4

 Solution 1.2



01706 260 700 
alufolddirect.co.uk 

info@alufolddirect.co.uk

Unit 6B, Frontier Park
Blackburn BB1 3AL


